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Service Kits and Parts
PA 55 Air Pilot Actuated	 SPA 55 Solenoid-Pilot Actuated
Kit No. PA55-K1 (For Models JA4, JK4)	 Kit No. SPA55-K1P (For Model BA4)

Kit No. PA55-K2 (For Model JJ4)	 Kit No. SPA55-K2P (For Model BB4)

Kit No. PA55-K3 (For Models JJ5, JJ6)	 Kit No. SPA55-K3P (For Models BB5, BB6)
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Spool & Sleeve Assembly
With Seals
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Spool & Sleeve Assembly
With Seals
#209-308 SPA55(5)
#209-309 SPA55(6)

#125-309

#230-329

Parts List
DET.
NO.

NO.
REQ’D PART NAME PART NO.

2 1 Gasket body/base 113-292
1 1 Detented Body 110-115
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PA 55 Gasket pilot cap
Bumper
Spring
Spacer
Seals
Detented Assembly
Bumper
Spring
Spacer
Spring Retainer

** 114-110

** 116-317

~ 210-119

• 115-242

• 116-333
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114-108

116-332•
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Parts List
DET.
NO.

NO.
REQ’D PART NAME PART NO.

2 1 Gasket body/base 113-292
1 1 Detented Body 110-115
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Gasket end cap
Spring Cover Gasket
Bumper
Spring
Spacer
Seal
Seals
Seals
Detented Assembly
Bumper

*** 113-293

* 115-165

*** 126-133

*** 126-209

• 114-108

113-461

114-110

116-317

126-204

210-119~

***

**

*

***

**

***

13
14
15

•
•
•

2
2
2

Spring
Spacer
Spring Retainer

115-242
116-332
116-333

*PA 55-K1 only		  •PA 55-K3
**PA 55-K1. K2 only		  ~PA 55-K2
***PA 55-K1, K2, K3

*SPA 55-K1P		  •SPA 55-K3P
**SPA 55-K1P, K2P only	 ~SPA 55-K2P
***SPA 55-K1P, K2P, K3P
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Mark 55 Solenoid Assemblies
Complete Solenoid Capsule Assemblies	 End Cap Only

OVERRIDE 
TYPE

VALVE 
FUNCTION PLUG-IN 100-115/50 

110-120/60
200-230/50 
220-240-60 24/50-60 100-130V 200-260V

VOLTAGE 
AC ONLY*

LIGHT OPTION 
AC ONLY*

2 Position Std. w/Light 237-475
2 Position Std. w/Light
3 Position Std. w/Light

237-484
237-487

237-474
237-483
237-486

237-476
237-485
237-488

204-314
204-314 204-315
204-316

204-315

204-317

Flush  
Non-Locking 
(Standard)

Includes solenoid and end cap  
assembly + screw and gaskets

Superstructure Plug  
Connector with Cord

Plug-in Connector Assemblies

Parts List
DET.
NO.

NO.
REQ’D PART NAME PART NO.

1 1 Gasket solenoid/valve 113-293

2 1 Solenoid Assembly See Chart
Light Assembly: � 100-115/50 
                            110-120/60 
                            200-230/50 
                            220-240/60

3 
 
 

1 
 
 

230-235 
230-235 
230-236 
230-236

PART NAME PART NO.

Gray (A) Plug Ass’y

Black (B) Plug Ass’y

Plug w/24VDC Light

Plug w/110VAC Light

Plug w/220VAC Light

230-369

230-370

230-371

230-372

230-373

PART NAME PART NO.
Plug with 4' Cord 230-213

Plug with 6' Cord 230-215

Bumper: 
                 Black for 2 position 
                  Red for 3 position

4

5
6 
 

7

8

1

1
1 
 

1

2

O-Ring Seal

Gasket solenoid/end cap

End Cap Assembly

Screw end cap/solenoid

126-144

113-294
 
114-142 
114-143
See Chart

127-337

Flush Non–Locking Override
with light (standard)

Flush Locking Override
with light

Extended Knurled Rod Lock-
ing Override with light

Extended Knurled Rod Non–Locking
Override with light

1 2 3 4 8 9

5 6 7

1 .04
(26 .4) 1 .06

(26 .8)

9 2 Screw AC solenoid/body 127-338

VALVE TYPE

Flush  
Non-Locking 
(DIN Plug)

Flush Locking

Extended Knurled 
Rod Locking

Single

Single

Single

Single

Double
Double

Double
Double

Double
Double

Double
Double

2 Position
2 Position

2 Position
2 Position

2 Position
2 Position

3 Position

3 Position

3 Position

Solenoid Only 
less end cap; 
scews and  
gaskets not 
included

Single

Single
Double

Double

2 Position
2 & 3 Position

2 Position
2 & 3 Position

DIN w/Light
DIN w/Light
DIN w/Light
Std. w/Light
Std. w/Light
Std. w/Light
Std. w/Light
Std. w/Light
Std. w/Light

Std. Plug-in
Std. Plug-in
DIN Plug-in
DIN Plug-in

237-493
237-502
237-505
237-526
237-532
237-610
237-551
237-554

Extended Knurled 
Rod Non-Locking

Single
Double
Double

2 Position
2 Position
3 Position

Std. w/Light
Std. w/Light
Std. w/Light

237-566
237-765
237-575
237-776
228-714
228-717
228-720
228-723

237-492
237-501
237-504
237-525
237-531
237-609
237-550
237-553
237-565
237-764
237-574
237-775
228-713
228-716
228-719
228-722

237-494
237-503
237-506
237-527
237-533
237-611
237-552
237-555
237-567
237-766
237-576

–
228-715
228-718
228-721
228-724

N/A
N/A
N/A

N/A
N/A
N/A

204-340
204-340
204-334
204-342
204-342
204-336
204-344
204-344
204-338

204-341
204-341
204-335
204-343
204-343
204-337
204-345
204-345
204-339

top dimensions = inches
bottom dimensions (in parenthesis) = millimeters

The Mark 55 Series direct  
solenoid acuated valve is AC 
voltage only. DC solenoids are 
not available for this series.
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Pilot

128-317

Hex Style

128-319

 Light

M12 X 0.5 CLASS 6g
METRIC THR’D

ISO plug–in style pilot assembly

O–ring Seal

Plug–in Solenoid

RN

Q

M

L

M5 x 0.8 TAP1/16 NPTF – P.N. 129-118

M5 x 0.8 TAP

M5 x 0.8 TAP

M5 x 0.8 TAP

SPA 55 Solenoid Assemblies

Complete Capsule Assemblies

SPA 55 Multi-Purpose Valve Pilot Plugging Arrangements

VOLTAGE PART NO.
24/50-60 VAC (Black Coil)

100-115/50; 110-120/60 VAC (Black Coil)

200-230/50; 220-240/60 VAC (Black Coil)

24 VDC  (Blue Coil)

237-1044

237-1045

237-1046

236-384

All pilot passages require plug 
#129-213. This plug is M5 x 6mm 
slotted tapered plug.

Includes solenoid, core tube, & nut 128-317
NOTE: Core tube not available separately.

PILOT 
PORT BA4 BB4, BB5, 

BB6

INTERNAL SUPPLY 
FROM PORT P

EXTERNAL SUPPLY 
FROM PORT CB*

BA4 BA4 BA4 BA4BB4, BB5, 
BB6

BB4, BB5, 
BB6

BB4, BB5, 
BB6

BB4, BB5, 
BB6

EXTERNAL SUPPLY 
FROM PORT CA*

INTERNAL SUPPLY 
FROM PORT EB

INTERNAL SUPPLY 
FROM PORT EA

L

M

N

Q

R

Plug

Plug

Plug

Plug

Plug

Open

Open Open

Open

Open N/A

N/A

N/A

N/A

N/A

N/A

N/A

N/A

N/A

N/A

Open

Open

Open

Open

Plug

Plug

Plug

Plug

Plug

Plug

Plug

Plug

Plug

Plug

Plug

Plug

Plug

Plug

Plug

Plug

Plug

Plug

Open

Open

Open

Open

Open Open

Open

Open

*The standard base for all internally piloted valves does not provide pilot ports. For external pilot supply and for all air piloted 
valves, use only bases with ports CA and CB tapped 1/8 NPTF.

NOTE: For standard plugging arrangements, see page 5.

24 VDC
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